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Biddle Megadek Series
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High-voltage, high-performance,

high-resistance decade substituter

for all laboratory, test, and

calibration needs.

Features:

e High accuracy - to .01%

e High stability - to 10 ppm/yr

e Excellent TC - as low as 5 ppm/°C

e Low current solid silver alloy contact switches

e Resistance from10Qto 1 TQ

¢ Low voltage coefficient - as low as 0.2 ppm/V

e Rack mounting available

¢ |tis recommended that all units with 100 GQ «

and 1 TQ decades come in -WT Watertight “e
case to minimize effects of humidity
¢ Special and custom configurations available
HRRS -WT Watertight Case (Recommended for all humid environments)
SPECIFICATIONS
Accuracy ** HRRS-5KV HRRS-10kV

Reiirs:tl: o dzztaac:e IR Max voltage | Maximum | Max voltage | Maximum T:;':ﬁ;?:;:e c;l:fl:ii?eem (ftah;'i:lit\:) R!iSis;OI‘
: P |resistance Q e o per step (gl) voltage (V)| per step (?I) voltage (V) ELHETAL | (En e =ppmy vP
100 100 Q +(0.01%+2 mQ) | £(0.03%+2 mQ) | £(0.10%+2 mQ) 2.5 25 25 25 15 10

100 O 1 kQ +(0.01%+2 mQ) | £(0.03%+2 mQ) | £(0.10%+2 mQ) 8 80 8 80 5 10

1 kQ 10 kQ +0.01% +0.03% +0.10% 23 230 23 230 5 10 Wirewound,
10 kQ 100 kQ +0.01% +0.03% +0.10% 70 700 70 700 5 10 non-inductive
100 kQ 1 MQ +0.01% +0.03% +0.10% 230 2300 230 2300 5 10

1 MQ 10 MQ +0.01% +0.03% +0.10% 1000 5000 1000 10,000 15 <1 25

10 MQ 100 MQ +0.03% +0.10% +1% 5000 5000 | 5000 (*10,000)[ 10,000 25 <1 50

100MQ | 1GQ +0.10% +0.20% +1% 5000 5000 10,000 10,000 25 1 100

1GQ 10 GQ +0.20% +0.50% +1% 5000 5000 10,000 10,000 25 1 500

10 GO 100 GQ £0.50% +1% 1% 5000 5000 10,000 10,000 25 2 500 ;'i'lirgh"m"age
100GQ | 1TQ +0.50% +1% +1% 5000 5000 10,000 10,000 100 5 500

170 10TQ 3% 5% £10% 5000 5000 10,000 10,000 100 <2?ygga‘|’)pm 500

*To apply up to 10 kV at 10 MQ, set the 1 MQ decade to its "10" position.

** 10 Q - 10 MQ tested at low voltages (Fluke 8508A)

10 MQ - 100 MQ tested at < 200 VDC (Fluke 8508A HiV mode),
100 MQ - 10 TQ tested at 1000 VDC (For a optional premium we can test at 5000 VDC)

> 10 MQ measurements are performed after a 60 second dwell, Auto-reversing cannot be used.

Use of Auto-reversing or < 60 second dwell will result in low resistance values
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High-Voltage Decade Substituter

HRRS 5kV and 10kV Series
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SPECIFICATIONS (CONTINUED)

Mechanical Zero resistance
= <10 mQ per decade
Model Dimensions Weight P
(behind panel) (nominal) Environmental conditions
3-4 Decade 432cmWx1333cmHx1346cmD | 3.4kg Operating Conditions: 10°C to 40°C; <50% RH
Benchtop (17" x 5.25" x 5.3") (7.5 Ibs) Storage conditions: -40°C to 70°C
5-6-7 Decade 48.3cmW x22.2 cm H x 16.38 cm D 7.7 kg Terminals
Benchtop (19" x 8.75" x 6.45") (17 Ibs) 3 five-way binding posts on a low-leakage Kel-F plate, and one metal
8-9 Decade 43.2 cm W x 31 cm H x 16.38 cm D 7.7 kg ground binding post electrically connected to the case or front panel
Benchtop (17" x 12.25" x 6.45") (17 Ibs) for -WT
3-4 Decade 48.3cmW x 13.33cm H x 13.46 cm D 3.4 kg
Rack mount (19"x5.25" x 5.3") (7.5 Ibs)
5 to 9 Decade 48.3cmW x31cmHx 16.38cmD 7.7 kg
Rack mount (19" x 12.25" x 6.45") (17 Ibs)
50.2 cmWx40Dx 18.8 H 9.1 kg s
SRS (19.78" x 15.77" x 7.41") (20 Ibs) ;
|\ can N
HRRS 4-Decade High-Voltage Substituter with -RM Rack Mount
ORDERING INFORMATION
Model Total resistance TGS Resolution Model Total resistance et Resolution
decades decades
HRRS-*-3-10k-** 11.1 MQ 3 10 kQ HRRS-*-7-10-** 111.111 1 MQ 7 10Q
HRRS-*-3-100k-** 111 MQ 3 100 kQ HRRS-*-7-100-** 1.111 111 GQ 7 100 Q
HRRS-*-3-1M-** 1.11 GQ 3 1 MQ HRRS-*-7-1k-** 11.111 11 GQ 7 1 kQ
HRRS-*-3-10M-** 1.1 GQ 3 10 MQ HRRS-*-7-10k-** 1111111 GQ 7 10 kQ
HRRS-*-3-100M-** 111 GQ 3 100 MQ HRRS-*-7-100k-**-WT 1111 111 10 7 100 kKO
HRRS-*-3-1G-**-WT 1.11TQ 3 1GQ
_*_7-1 VI-**- 1111111 TQ 7 1 MQ
HRRS-*-3-10G-*-WT | 11170 3 1060 HRRS-7-1M--WT
HRRS-*-4-1k-** 11.11 MQ 4 1 kQ HRRS-*-8-10-* 1,111.111 1 MQ 8 100
HRRS-*-4-10Kk-** 111.1 MQ 4 10 kQ HRRS-*-8-100-** 11.111 111 GQ 8 100 Q
HRRS-*-4-100k-** 1.111 GQ 4 100 kQ HRRS-*-8-1k-** 111.111 11 GQ 8 1kQ
HRRS-*-4-1M-** 11.11.GQ 4 1 MQ HRRS-*8-10k-**WT 1111 111 170 s 10K
HRRS-*-4-10M-** 111.1 GQ 4 10 MQ
-*.8- Sl 11111111 1 TQ 8 100 kQ
HRRS-"-4-100M-"-WT | 1.111 70 2 100 MO HRRS--8-100k-WT
HRRS-*-4-1G-**-WT 111170 4 1GO HRRS-*-9-10- 111111111 G0 9 100
HRRS-*-5-100-** 11.111 MQ 5 100 Q HRRS-*-9-100-** 111111111 GQ 9 100 Q
HRRS-*-5-1k-** 111.11 MQ 5 1kQ HRRS-*-9-1k-**-WT 1111111 11TQ 9 1kQ
HRRS-*-5-10k-** 11111 GQ 5 10 kQ HRRS-*-9-10k-**-WT 11111111 1TQ 9 10k
HRRS-*-5-100k-** 11.111 GO 5 100 kO - - P ——————— —
= o O Speciiy accuracy grade, replace " Wi , , or as required.
HRRS-*-5-1M- 1111 GO 5 1Mo **To specify voltage, replace ** with either "5kV" or "10kV."
HRRS-*-5-10M-**-WT 1.1111TQ 5 10 MQ Remove -WT to specify metal housing. (not recommended for humid environments)
HRRS-*-5-100M-**-WT 11111 TQ 5 100 MQ .
Options
HRRS-*-6-10-** 11.111 1 MQ 6 10 Q -WT Watertight case
HRRS-*-6-100-** 111.111 MQ 6 100 Q -RM: Rack mountable case for standard 19" rack
LERSSRORIS 111111 GO 6 1kQ Note -WT and -RM are mutually exclusive
HRRS-*-6-10k-** 11.111 1 GQ 6 10 kQ
HRRS-*-6-100k-** 111.111 GQ 6 100 kQ
HRRS-*-6-1M-**-WT 111111 TQ 6 1 MQ
HRRS-*-6-10M-**-WT 11.1111TQ 6 10 MQ
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